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September 29, 2026 
 
Mr. Joseph Adamczak, P.E. 
Greenman-Pederson, Inc. 
80 Wolf Road, Suite 300 
Albany, New York 12205 
 
Re:   Limited Pre-Rehabilitation Asbestos Containing Materials Inspection Report  

Glenmont Road Bridge over NYS Thruway (I-87) 
Town of Bethlehem, Albany County, New York 
MP:139.54/ BIN 1022440 

 
Dear Mr. Adamczak,  
 
On February 11, 2026, Azar Design Co (Azar) performed a Limited Pre-Rehabilitation 
Inspection (Inspection) for suspect asbestos containing materials (ACMs) at the above 
referenced location (Site). The Inspection was performed in conjunction with proposed 
Element Specific Bridge Repair activities as presented within the project scope. 
 
ACM Inspection Methodology 

The Inspection, conducted by Mr. Eric Dixon of Azar, utilized limited destructive methods to 
collect representative samples of homogeneous suspect ACMs at the Site, subject to 
potential disturbance during project execution. Mr. Dixon is a United States Environmental 
Protection Agency (USEPA) accredited Asbestos Hazardous Emergency Response Act 
(AHERA), and New York State Department of Labor (NYSDOL) certified asbestos building 
inspector (NYSDOL certification #26-6IICP-SHAB). The Inspection was conducted in 
accordance with USEPA National Emissions Standards for Hazardous Air Pollutants 
(NESHAPS), the Occupational Safety and Health Administration’s (OSHA) regulation 29 CFR 
1926.1101, and NYSDOL Part 56, Title 12 of the Official Compilation of Codes, Rules, and 
Regulations of the State of New York (Code Rule 56). 
 
The following summarizes the sampling protocol applied: 

• A minimum of three (03) samples were collected from each readily visible and 
accessible suspect homogeneous non-surfacing material in accordance with 
Code Rule 56. 
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• Homogeneous materials were quantified, assessed for condition, and collected 
following AHERA procedures. Each sample was assigned a unique identification 
number, logged, and relinquished under proper chain-of-custody protocol to 
Paradigm Environmental Services, Inc. (Paradigm) for laboratory analysis. 
Paradigm is certified by the National Institute of Standards and Technology (NIST) 
and are participants under the National Voluntary Laboratory Accreditation 
Program (NVLAP), and New York Environmental Laboratory Approval Program 
(ELAP). 

• Samples were analyzed using polarized light microscopy (PLM) in accordance 
with New York State Department of Health (NYSDOH) ELAP Method 198.6.  Per 
Code Rule 56, all non-organically bound non-friable samples analyzed by PLM 
reported as “Inconclusive-Trace” or “Inconclusive-No Asbestos Detected” were 
further analyzed by transmission electron microscopy (TEM) in accordance with 
NYSDOH ELAP Method 198.4. As per instructions from Azar, the laboratory 
completed the analysis using “positive stop” methodology. The “positive stop” 
analysis method processes the first sample and if determined through laboratory 
analysis to be ACM, the second duplicate sample(s) of the homogeneous sample 
grouping will not be advanced for further analysis.  

 
ACM Inspection Results and Conclusions 

Azar collected a total of twenty-nine (29) samples from ten (10) homogeneous materials at 
the Site. Sampled materials included green paint (non-friable), white/grey paint (non-friable), 
black asphalt/tar-like patching/repair material (non-friable), black expansion joint material 
(non-friable), grey/white concrete protective coating (non-friable) and black bearing pad 
material (non-friable). 
 
The USEPA and OSHA define material as asbestos containing if an asbestos content of one 
percent (>1%) or greater is detected in a representative sample. As a result of laboratory 
analysis, it was determined that asbestos concentrations in excess of one percent (>1%) or 
greater were not identified in any of the samples processed.  
 
A summary of the building materials sampled and determined to be Non-ACM is provided in 
Table 1 of the Attachments. 
 
Should the scope of work change, or if additional materials which have not yet been sampled 
are encountered during demolition or renovation activities, materials should be assumed to 
be asbestos containing until laboratory analysis proves otherwise. 
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Please contact our office at (716) 856 -3933 ext. 203 with any questions or comments. 
 
Sincerely, 
  
AZAR DESIGN CO  
Architecture, Landscape Architecture, Engineering and Surveying, P.C.  
(Formerly Foit-Albert Associates, Architecture, Engineering and Surveying, P.C.)  
 

 
 
Eric Dixon 
Environmental Scientist  
 
Attachments: 

Photolog 
Table 1 – Summary of Sampled Non-ACM Building Materials  
Sample Location Maps 
Analytical Reports/Chain-of Custody Documentation 
Asbestos Certifications 



 

 

 

 

 

 

 

 

PHOTOGRAPHIC DOCUMENTATION 



Photograph 1 – View of road surface non-ACM asphalt/tar sealant material (ACM-

7, ACM-8 & ACM-9).

Photograph 2 – View of road surface non-ACM expansion joint (ACM-10, ACM-

11 & ACM-12).
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Photograph 3 – View of road surface non-ACM asphalt/tar patching/repair 

material (ACM-13, ACM-14 & ACM-15).

Photograph 4 – View of road surface non-ACM expansion joint (ACM-16, ACM-

17 & ACM-18).
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Photograph 5 – View of road surface non-ACM asphalt/tar patching/repair 

material (ACM-19, ACM-20 & ACM-21).

Photograph 6 – View of road surface non-ACM asphalt/tar patching/repair 

(ACM-22, ACM-23 & ACM-24).
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Photograph 7 – View of bridge outer girders non-ACM green paint (ACM-25, ACM-

26 & ACM-27).

Photograph 8 - View of bridge abutment/piles non-ACM grey/white concrete 

protective sealant coating (ACM-28, ACM-29 & ACM-30).
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Photograph 9 – View of superstructure non-ACM black bearing pads (ACM-31 & 

ACM-32).

Photograph 10 – View of bridge inner girders non-ACM white/grey paint (ACM-

33, ACM-34 & ACM-35 ).
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TABLES 



Table 1
Summary of Building Materials Not Containing Asbestos

Glenmont Road Bridge over Thruway I-87
Town of Bethlehem, Albany County, New York         

Sample ID Percent (%) Asbestos

ACM-7 None Detected
ACM-8 None Detected
ACM-9 None Detected

Road Surface - Expansion Joint - Black
ACM-10 N/A
ACM-11 None Detected
ACM-12 None Detected

ACM-13 None Detected
ACM-14 N/A
ACM-15 None Detected

ACM-16 N/A
ACM-17 N/A
ACM-18 N/A

ACM-19 None Detected
ACM-20 None Detected
ACM-21 None Detected

ACM-22 None Detected
ACM-23 None Detected
ACM-24 None Detected

ACM-25 None Detected
ACM-26 None Detected
ACM-27 None Detected

ACM-28 None Detected
ACM-29 None Detected
ACM-30 None Detected

ACM-31 None Detected
ACM-32 None Detected

ACM-33 None Detected
ACM-34 None Detected
ACM-35 None Detected

Bridge Inner Girders - Paint - White/Grey

Bridge Abutments/Piles - Concrete Protective Sealant Coating - Grey/White

Superstructure - Bearing Pads - Black

Bridge Outer Girders - Paint - Green

Road Surface - Asphalt/Tar Sealant Material - Black

Road Surface - Asphalt/Tar Patching/Repair Material - Black

Road Surface - Expansion Joint - Black

Road Surface - Asphalt/Tar Patching/Repair Material - Black

Road Surface - Asphalt/Tar Patching/Repair Material - Black



 

 

 

 

 

 

 

 

SAMPLE LOCATION MAP 



ACM - 10/11/12

ACM - 13/14/15

ACM - 7/8/9 ACM - 16/17/18

ACM - 19/20/21

ACM - 22/23/24

ACM - 31/32

ACM - 28/29/30

ACM - 33/34/35
ACM - 25/26/27
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LABORATORY ANALYTICAL REPORTS 
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ASBESTOS CERTIFICATION 





DIVISION OF SAFETY & HEALTH LICENSE AND CERTIFICATE UNIT, STATE OFFICE CAMPUS, BLDG. 12, ALBANY, NY 12226        ASBESTOS HANDLING LICENSE  
Azar Design Co, Architecture, Landscape Architecture, Engineering and Surveying, P.C. 

295 Main Street, Suite 200, Buffalo, NY 14213 
 

 
This license has been issued in accordance with applicable provisions of Article 30 of the Labor Law of New York State and of the New York State
Codes, Rules and Regulations (12 NYCRR Part 56). It is subject to suspension or revocation for a (1) serious violation of state, federal or local
laws with regard to the conduct of an asbestos project, or (2) demonstrated lack of responsibility in the conduct of any job involving asbestos or
asbestos material. 
 
This license is valid only for the contractor named above and this license or a photocopy must be prominently displayed at the asbestos project
worksite. This license verifies that all persons employed by the licensee on an asbestos project in New York State have been issued an Asbestos
Certificate, appropriate for the type of work they perform, by the New York State Department of Labor.

Vicki Mockler, Director 
For the Commissioner of Labor 

 

SH 432 (12/21)

License Number:
License Class:
Date of Issue:

Expiration Date:
Duly Authorized Representative:

37054
RESTRICTED
01/16/2026
01/31/2027
Kurt Knoell
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